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(1)  EC-Type Examination Certificate 
 
(2) Equipment and Protective Systems Intended for Use in Potentially  

Explosive Atmospheres - Directive 9419/EC 
 
(3) EC-Type Examination Certificate Number 
 

ZELM 07 ATEX 0325 X 
 
(4) Equipment:  LED-Torch Type 6140/1-. 
 
(5) Manufacturer:  R. STAHL Schaltgeräte GmbH 
 
(6) Address:  D-74673 Waldenburg 
 
(7) The design of this equipment and its various approved embodiments are defined in the attachment 

to this type examination certificate. 
 
(8) The Prüf- und Zertifizierungsstelle ZELM, notified body no. 0820 in accordance with Article 9 of the 

EC Council Directive dated March 23, 1994 (94/9/EC), certifies that this equipment has been found 
to conform with the essential health and safety requirements for the design and construction of 
equipment and protected systems for proper intended use in potentially explosive areas in 
accordance with Appendix II of the directive. 

 
The results of the test are documented in the confidential test report no. ZELM Ex 1570626516. 

 
(9) The essential health and safety requirements are met by virtue of conformity with 
 
  EN 60 079-0: 2004 EN 50 020: 2002 EN 50 281-1-1: 1998 
 EN 50 284: 1999 EN 1127-1: 1997 
 
10) If the certification number is followed by an "X", then this indicates that special conditions exist for 

the safe operation of the equipment. These special conditions are contained in the attachment to 
this certificate. 

 
(11) This EC-type examination certificate only refers to the construction/design, checking and testing of 

the specified equipment or protection system in accordance with Directive 94/91/EC. Further 
requirements contained in this directive may apply with regard to the manufacturing process and 
the supply of the equipment or protected system. Such requirements are not covered by this 
certification. 

 
(12) The equipment must be labelled with the following information: 
 
     II 1 G  EEx ia IIC T4 
     II 1 D  T 130°C IP65 
 
 
Certification Body ZELM      Braunschweig, 08 January 2007 
 
 
(signature) 
Dipl.-Ing. Harald Zelm 
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(13)     Attachment 
 
(14)  EC-Type Examination Certificate ZELM 07 ATEX 0325 X 

 
(15) Description of the equipment 

The LED-Torch Type 6140/1-. serves as a handheld, portable operating resource for use in 
potentially explosive atmospheres of categories 1G or 1 D. 
The "." in the type designation denotes a number sequence that indicates alternative 
versions. 

The unit is made of an aluminium housing consisting of several pieces, which in turn is 
enclosed by an exterior plastic housing. The plastic surface is electrostatically conductive, 
or to be more precise, the possibility of dangerous electrostatic charging is eliminated by 
virtue of area demarcation and shape. A light diode provides a source of light. Power is 
supplied from suitable primary batteries. 

 
 Electrical data 

 Power supply three integral LR14 batteries 
   The internal circuit is intrinsically safe. 
 
 The maximum permitted ambient temperature is  -20 °C to + 50 °C. 
 
 
(16) Test report no.  

 ZELM Ex 1570626516 
 
 
(17) Special conditions 

 1. Do not open the housing in potentially explosive atmospheres. 
 2. The integral batteries may only be replaced outside of the potentially explosive area 

and  
only with battery types approved by the manufacturer. 

 3. A visual and functional examination must be conducted at regular intervals to ensure 
that the exterior condition of the torch remains sound. In the event of flat batteries or 
visible damage, the torch must be removed from the potentially-explosive area. 

 4. Damaged seals may only be replaced in accordance with the directions in the 
operating instructions. 

 5. The operating instructions must be followed. 
 
 
(18) Fundamental health and safety requirements 

Satisfied by virtue of the standards. 
 
 
Certification Body ZELM      Braunschweig, 08 January 2007 
 
 
(signature) 
Dipl.-Ing. Harald Zelm         Page 2/2 
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   1st Amendment   ZELM ex 
 

to EC-Type Examination Certificate 
 
   ZELM 07 ATEX 0325 X 

 
 

Device:  LED-Torch Type 6140/1-. 
Manufacturer:  R. Stahl Schaltgeräte GmbH 
Address:  D-74638 Waldenburg 

 
 
Description of the amendment: 
 
In the context of the first amendment the compliance of the device with the current 
standards has been checked and the marking and type designation have been adjusted 
accordingly. 
Type designation of this current design is: 
 
 LED-torch type 6140/2-. 
 
Marking of this updated version is: 
 
 II 1 G Ex ia op is IIC T4 
  II 1 D iaD 20 T 130°C 

 
Electrical and other data and the special conditions remain unchanged and are still valid for 
this amendment as well. 
In future this LED-torch may be produced in due consideration of this first amendment as 
well. 
 
Test report no. 

 
ZELM Ex 1760924756 

 
 

Basic safety and health requirements 
 

Within the context of this first amendment the compliance of this device with the current 
standards has been checked. 
The basic safety and health requirements are still being kept by compliance with the 
following standards: 
 
 EN 60079-0:2006 EN 60079-11:2007 EN 60079-26: 2007 EN 60079-28:2007 
 EN 1127-1:2007 EN 61241-0:2006 EN 61241-11:2006 
 
 
  Braunschweig, 11/12/2009 
 

ZELM ex 
Certification Body (signature) 
 Dipl.-Ing. Harald Zelm Page 1/1 


